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EXISTING PAVEMENT
- LIMITS OF PAVEMENT EXCAVATION

CURB HEIGHT TO VARY
6" TO 7" WHERE SPECIFIED
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CURB HEIGHT TO VARY

BUTT JOINT DETAIL

- — P.C.C. SIDEWALK, 5" THICKNESS
e P TYPICAL, 7" THICKNESS ACROSS

L ALL DRIVEWAYS

—— AGGREGATE BEDDING, 2"
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P.C.C. SIDEWALK
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AN | — DEPRESSED SECTION FORMED 4" TO 8" WHERE SPECIFIED, 1\ ‘
GUTTER TO SLOPE AT 6% AN 7 AT DRIVEWAYS AND WALKWAYS 6" TYPICAL O e
GRADIENT. REVERSE GUTTER | \ g \1.5"R OR WHERE SPECIFIED 18" \ i 2
SLOPE TO BE PROVIDED B 2 | ]
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Nl " __—"V | T e T ? AT DRIVEWAYS AND WALKWAYS
S o T b EAsETOSLOPEATEN : OR WHERE SPECIFIED
o ! I 1A ol L 2 - #4 REINFORCING BARS,
vy ! 7 __—— BEDDING AGGREGATE PLACED oo == CONTINUOUS PLACEMENT
********* L - A AND COMPACTED WITH MINIMUM 3" | BAS "
85880508 520 ¢ gj%}?@%; T THICKNESS. GREATER THICKNESS AS © |~ BASETO SLOPE AT 6% GRADIENT
SER SR ! —
230 REQUIRED TO ACHIEVE FINISHED GRADE. 1 P _— BEDDING AGGREGATE PLACED
s " AND COMPACTED WITH MINIMUM 3"
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COMBINATION CONCRETE
CURB AND GUTTER, TYPE B-6.12
WITH STANDARD GUTTER GRADIENT

_~—BITUMINOUS DRIVEWAY
e MIXTURE, 3" MINIMUM
——————BITUMINQUS MATERIALS (PRIME COAT)

e————EXISTING DRIVEWAY BASE,
RE-GRADED AS REQUIRED

e -——EXISTING SUBGRADE

COMBINATION CONCRETE
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CONTRACT No. 63149

M/S THICKNESS; GREATER THICKNESS AS
7 REQUIRED TO ACHIEVE FINISHED GRADE

CURB AND GUTTER, TYPE B-6.18

NOTES:

WARNING PLATE COLOR IS TO BE
COLONIAL RED OR EQUAL.

PLATES TO BE SECURED WITH HIGH
STRENGTH ANCHOR PINS.
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~— PROPOSED BITUMINOUS SURFACE

/ AND LEVELING BINDER COURSE

/
EXISTING PAVEMENT BASE COURSE —~

VOID SPACE CREATED BY CURB AND GUTTER REMOVAL —'
OPERATIONS TO BE FILLED WITH CONCRETE MATERIAL AS
REQUIRED TO PREPARE FOR BITUMINOUS OVERLAY. FILL
CONCRETE TO BE FINISHED TO ELEVATION REQUIRED TO
ACCEPT SPECIFIED BITUMINOUS OVERLAY
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REMOVAL WIDTH TO VARY
BETWEEN 6" AND 10" AS REQUIRED
TO INSTALL NEW CURB AND GUTTER

/— PROPOSED COMBINATION
CONCRETE CURB AND GUTTER

CONCRETE FILLET DETAIL

BITUMINOUS DRIVEWAY TRANSITION

——SCORE LINE OR EDGE OF

2 - 2' x 2' PFC COMPOSITE DETECTABLE —
WARNING PLATES AS MANUFACTURED

(CLASS C PATCH, 3" MINIMUM THICKNESS)
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BY DETECTILE OR EQUAL \\ cetencses

- /// SIDEWALK AS SHOWN ON PLAN

7
CURB TRANSITION BETWEEN
DEPRESSED AND BARRIER

24"
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SECTIONS, 1 FOOT LENGTH

BEYOND WALK TYPICAL

~~B-6.12 CURB AND GUTTER

/ /~— EDGE OF PAVEMENT
£
J [ / ]
-
10' TAPER LENGTH — e NOTE:
Y4 / THIS ITEM IS TO BE PAID FOR UNDER THE
EXPANSION JOINT (TYPICAL) — /! PAY ITEM FOR COMBINATION CONCRETE

/
B-6.18 CURB AND GUTTER e

CURB AND GUTTER, TYPE B-6.18.

TRANSITION LENGTH FROM B-6.12

TO B-6.18 CURB AND GUTTER

__5' CURB DEPRESSION WIDTH

HANDICAP RAMP WITH

DETECTABLE WARNINGS
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